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aluminum and porcelain on aluminum facing materials 

and porcelain-on-steel panels 


For facing or re-facing exterior or interior, 
bulkhead or transom panel glazing of building 
fronts and interior partitions. 

Both systems offer: 

Wide range of compatible colors— 
Variety of texture and scale— 
Minimum maintenance lifetime finishes 



ZOURITE 

Exciting new design possibilities, ZOURITE 
now available in two distinctive profiles. New 
selection of compatible colors from the Con¬ 
tainer Corporation Color Harmony manual. 
New V-shaped accent fin for face application 
on either Narrow or Bold face. New design 
treatments now possible on: 

Buildings—face, spandrel or columns 
Store Fronts—sign areas, piers or bulkheads 
Shopping Centers—sign areas, canopies, fascias 
or soffits. 

Interior Walls—partitions or wainscoating. 

4 For construction details—see pages 4-7. 


COLOR WALL 

Color Wall, being both versatile and easily 
adaptable, can be glazed into curtain wall sys¬ 
tems and can solve on-the-spot remodeling 
problems in a hurry. New porcelain veneer 
panels handle easily and provide: 

Design flexibility 
Durability 

Resistance to elements 
Ease of installation 
Ease of cleaning 
Immediate availability 
Installed economy 

4 For construction details—see pages 8 and 10. 
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WALL FACINGS 
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BOLD FACE 




Another new idea for building de¬ 
sign. Easily face-applied on the job 
with clips as shown in the sketch 
above. Pits perfectly into recessed 
profile. Comes in 16' lengths and in 

the same colors as ZOURITE. COLORS 




TEMPERED 

HARDBOARD 

CORE 



CEMENT 
ASBESTOS 
BOARD CORE 


^999?_WALL nominal thicknesses are 
and a . Core materials are tempered hardboard 
or cement asbestos board. Available panel types 
are: e x ter ior —pore^am face, galvanized back, 
double face—porcelain both sides, interior— 
porcelain face, aluminum foil back. 


Kawneer material 
on which STOCK 
COLOR* is available 

Container Corp. 
Color Standard 
Numbers 

Zourite 

Facing 

Zourite 

Accent 

Strip 

Color Wall 
Facing 

SPRING GREEN 

16 ig 

X 

X 


HARVEST BROWN 

6 ng 

X 

X 


ASH GRAY 

5 fe 



X 

DEEP RED 

7 pc 

X 

X 

X 

MINT GREENf 

22 gc 



X 

PASTEL BLUEf 

14 gc 



X 

WINTER WHITE 

a 

X 

X 

X 

TURQUOISE 

18 gc 

X 

X 

X 

STRONG BLUE 

131/2 ng 

X 

X 

X 

PEPPER GREEN 

21 ne 

X 

X 

X 

SUNSET RED 

6V2 pa 

X 

X 

X 

SUNLIGHT YELLOW 

2 ga 

X 

X 

X 

TEAL 

18 ne 

X 

X 

X 

VELVET BLACK 

P 

X 

X 

X 

**ALUMILITE GRAY 


X 




**Alumilite Gray not available in BOLD FACE or accent strip. 

♦Speciai colors are available on request. Note: Colors will be within 
which allow for slight variations in shade. 
fStipple. 


commercial tolerances 
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ZOURITE aluminum facing maferial 



STEEL FRAMING AND FLASHING NOT BY KAWNEER 
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SOFFIT 

VERTICAL SECTION 
Detail—!4 size (3'=l-0") 






COPING 


BELT COURSE 
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PANELS— 
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WALL FACINGS 


detail at corner 
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DETAIL AT CORNER 


7Vl" 


PLAN AT CORNER 
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CORNER PANEL 
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FACE OF BUILDING 
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BACK PANEL 


FRONT PANEL 













































































































ZOURITE typical details 

VERTICAL APPLICATIONS 
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ZOURITE SPECIFICATIONS 



1. WORK REQUIRED: 

Furnish all labor and materials to complete facing work as shown on 
drawings as hereinafter specified, or both, as follows: Aluminum 
Facing Materials, Aluminum Trim Moldings, Furring Channels, 
Clip Anchors. 

Blocking, framing or flashing are not included as part of this 
specification. 

2. DESCRIPTION: 

Wall facing and trim shall be Kawneer Aluminum Zourite Narrow 
Face and/or Bold Face Profile.'Thickness of aluminum shall be 
.050" thick and alumilited and/or porcelain finish. 

3. MATERIALS: 

Sections shall be formed of aluminum of the proper alloy and temper 
consistent with the forming operations. 

ALTERNATE CLAUSE DEPENDING ON FINISH DESIRED: 
ALUMILITED:—Facing sections and trim members shall be 
Aluminum Alloy 5005-H32. 

GRAY ALU MI LITE:—Facing sections and trim members shall 
be Alcoa Anoclad Type 20 Aluminum sheet. 

PORCELAIN ENAMEL:—Facing sections shall be Aluminum 
Alloy 6061 (Federal Specification QQ-A-327). 

Furring clips shall be stainless steel. 

Furring channels shall be of Aluminum Alloy 5052 (QQ-A-318b-l). 

4. CONSTRUCTION AND WORKMANSHIP: 

Zourite and component parts listed in this Specification shall be as 
manufactured by Kawneer Company, Niles, Michigan; Richmond, 
California; or Toronto, Ontario, Canada. 

Joints between facing sections shall be of tongue and groove type 
design to permit expansion and contraction of the material while 
maintaining a closed, tight joint. 

Facing sections shall be secured to furring channels with stainless 
steel clips which will permit movement of the facing sections 
independently of the furring channel. 

5. COLOR AND FINISHES: 

ALTERNATE CLAUSE DEPENDING ON FINISH DESIRED: 
ALUMILITED:—Aluminum facing materials shall be given a 
caustic etch and then shall be given an anodic oxide treatment in 
accordance with Alcoa Specification “Alumilite 204 Rl”. 

GRAY ALUMILITE: (Narrow Face only)—Aluminum facing 
materials shall be given a 60 minute* anodic oxide treatment in 
accordance with Alcoa Specification “Alumilite 215 Rl”. 

♦Note to Specification Writer: This time cycle is very important as the color 
of the finished product varies with the actual Alumiliting time. 

PORCELAIN ENAMEL: Aluminum facing materials shall be 
given a chemical treatment prior to the application of porcelain 
enamel. This glass coating shall then be fired* at 970°-1000° F. 

*Note to Specification Writer: It is important that the vitreous enamel material 
be fired to obtain a bond with the metal and produce a durable finish. 

6. ERECTION: 


THE PATENTED KAWNEER CLIP 



BACKING:—All plywood framing sections or porous surfaces shall 
be treated with a water resistant paint or building paper before 
installation of Zourite furring channels and facing panels. 

Zourite furring channels shall be securely anchored to prepared 
wall surfaces with screws, or to plugs set in masonry or anchor straps 
as required, and must be straight and level before Zourite facing is 
applied. They shall be spaced not more than 24" o.c. and perpen¬ 
dicular to the direction of the finishing materials. 

Tongue and groove facing sections shall be set in place and secured 
to furring channels by means of stainless steel clips. 

A channel blocking member shall be installed in each furring chan¬ 
nel back of each 8H " section. 

7. CLEANING: 

(after erection) 

The General Contractor shall be responsible for protection of Zour¬ 
ite from damage by harmful compounds, and removal of protective 
materials and cleaning of the Zourite, all to be in a complete and 
finished condition satisfactory to the Architect. Aluminum Zourite 
shall be thoroughly cleaned with plain water or a petroleum product 
such as gasoline, kerosene or distillate. No abrasive cleaning agent 
shall be used. The General Contractor shall be held responsible for 
damages resulting from the use of other cleaning materials. 
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INSIDE CORNER TRIM 
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EDGE TRIM 
57-116 


EDGE TRIM 
57-117 


KAWNEER COMPANY 7 


























































































































COLOR WALL porcelain-on-steel panels 










































































WALL FACINGS 


TYPES OF PANELS 


DOUBLE PACE 


COLORED PORCELAIN 
BOTH SIDES 


3 



EXTERIOR 


COLORED PORCELAIN 
ONE SIDE 
GALVANIZED 
STEEL BACK 


PANEL SELECTION 






Maximum 

Nominal 

Core 

Style 

Weight 

Recommended 

Thickness 

Type 


Per 

Sizes 




Sq. Ft. 

Supported on 





Four Sides 



DF 

2.37 

3x6 

w 

HB 

EXT 

2.37 

3x6 



INT 

1.75 

3x4 

Ms" 

CAB 

DF 

2.75 

3 x 12 

EXT 

2.75 

3 x 12 



DF 

3.37 

4x8 


HB 

EXT 

3.37 

4x8 



INT 

2.37 

4x4 

Va" 

CAB 

DF 

4.50 

4x 12 

EXT 

4.50 

4x 12 



. 


COLORED 
PORCELAIN ONE 
SIDE 

ALUMINUM 
FOIL BACK 


HB Tempered Hardboard Core 

CAB Cement Asbestos Board Core 

DF Double Face Porcelain Both Sides 

EXT Exterior—Porcelain one side, galvanized steel back 

INT Interior—Porcelain one side, aluminum foil back 


Color Wall is made by laminating porcelain o 
steel to a tempered hardboard core under hes 
and pressure. Versatile and adaptable, it ca 
be glazed into curtain wall systems. Solve ox 
the-spot remodeling problems in a hurry. Ne’ 
porcelain veneer panels handle easily and las 
a lifetime. | 

• variety of rigid core materials for specii 1 
applications. 

• many sizes, colors and finishes availabli 

• colors selected from Container Corpoi 
ation Harmony Manual (see Color Chaj 
Page 3) 12 warehouse colors. Factor 
will match special colors on request. 

• fast on-the-job erection. 

• can be cut or drilled with power tools. 


An interior partition application of COLO! 
WALL has its porcelain finish tested by tw 
young artists. 
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COLOR WALL typical details 

























































































COLOR WALL SPECIFICATIONS 


WALL FACINGS 



1. WORK REQUIRED: 

Furnish all labor and materials to complete porcelain facing work 
as shown on drawings as hereinafter specified, or both, as follows: 
Porcelain Panels, Aluminum Trim Moldings, Furring, Mastic, All 
Anchors. 

Blocking, framing or flashing are not included as part of this 
specification. 


BASIC TRIM MEMBERS 


2. DESCRIPTION: 

All facing panels shall be Kawneer Color Wall as furnished by the 
Kawneer Company, Niles, Michigan; Richmond, California, adapt¬ 
able for facing or nominal glazing treatments. 

a. Interior type shall have .001 aluminum foil vapor barrier 
backing. 

b. Exterior type shall have .022 paint-lok galvanized steel vapor 
barrier backing. 

3. MATERIALS: 

a. Porcelain enamel finish for exterior and interior panels shall be 
Class A or better and guaranteed by the manufacturer to con¬ 
form with the “General Specifications for Porcelain Enamel 
surfaces, Acid Resistant Type,” P.E.I. S-102, of the Porcelain 
Enamel Institute, Washington, D.C. 

b. Core shall be chest tempered hardboard. 

1. —.125 Exterior 

2. —.150-.160 Interior 

c. Exterior steel backing shall be galvanized and bonderized steel 
(Zinc grip, paint grip, galvaneal). 

d. Interior .001 aluminum foil moisture barrier shall be impervious 
non-corrosive. 

e. All members of panel to be adhesively bonded under heat and 
pressure. 

f. Panels shall neither delaminate nor show loss of essential struc¬ 
tural properties when subjected to accelerated aging tests as 
defined by the Forest Products Laboratories. 


V J 

OUTSIDE CORNER TRIM VARIABLE 

CORNER TRIM 52-107 CORNER TRIM 

52-108 52-105 

J L 

END STOP TRIM DRIP COVE TRIM END TRIM 

52-102 52-104 52-101 


4. MOLDINGS: 

Interior-Exterior moldings shall be aluminum, buffed and anodized, 
or porcelain on aluminum. 


5. COLORS AND FINISHES: 

Exterior and Interior shall be a semi-gloss finish, and samples shall 

receive architect's approval before installation. 

6. ERECTION: 

a. Interiors or exteriors over plywood or sheathing: Color Wall fac¬ 
ing panels shall be installed over suitably smooth, clean wall 
area with edges supported by Color Wall aluminum moldings 
as specified, and adhesively bonded with self-curing Armstrong 
Adhesive No. F-1440, or equal, comb-spread over entire panel 
area. 



INSIDE CORNER TRIM SASH TRIM 

52-106 52-103 


b. Exterior application over rough Masonry: Rough Masonry 
shall be furred out with 1" x 3" treated wood furring strips and 
installed vertically wherever possible to allow for circulation of 
air behind the panel. All moldings shall be caulked. 

c. Interior applications: Caulking of molding channel areas shall 
be required i.e., tub cover, sink backsplash, etc. 

7. CLEANING: 

(after erection) 

The General Contractor shall be responsible for protection of 
exposed portions of Color Wall from damage, removal of protective 
materials, and cleaning of the Color Wall, all to be in a complete 
and finished condition satisfactory to the architect. Color Wall shall 
be thoroughly cleaned with plain water or a petroleum product, 
such as gasoline, kerosene or distillate. No abrasive cleaning agent 
shall be used. The General Contractor shall be held responsible for 
damages resulting from the use of other cleaning materials. 



DIVIDER BAR 
52-100 


GRAVEL STOP 
52-110 


KAWNEER COMPANY 






















Section 


Aluminum Store Fronts 


ALUMINUM 
WALL FACINGS 


Other 

Architectural 

Products 


DISTRICT OFFICES 


For other architectural products, 
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